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SECTION 1: 


PRODUCT INFORMATION














                 H.M.I.S

Product Name: E-CRETE LTD SEALER URETHANE ACRYLIC
Manufacturer: E-CRETE LTD



Written by M. Palak M. Sc.
Address: 2311 ANSON DRIVE MISSISSAUGA

Emergency Phone: US: 800 773 5233 CANADA: 416 410 3244

Chemical Family: Cement 

T.D.G. Classification: N/A


SECTION 2: 


HAZARDOUS INGREDIENTS

INGREDIENTS 


%

CAS NO.
 TLV-TWA 8HRS  
0SHA PEL




Water 



40-70

7732-18-5 
N.E.  


N.E.

Triethylamine and

ammonia salt of polymers
30-60 

Proprietary 
N.E. 


 N.E.

Polyethylene wax 

1-5 

Proprietary 
N.E. 


 N.E.

n-Methyl-2-pyrrolidone 

4 

872-50-4 
N.E. 


 N.E.

Diethylene glycol monobutyl ether 2 

112-34-5 
N.E.


 N.E. 

SECTION 3: PHYSICAL DATA


Physical State: 


Liquid
Odor & Appearance: 


Bland
Vapor Pressure: 


<30mm of Hg
Vapor Density: 


<1
Evaporation Rate: 


N/A

Boiling Point: 



N/A

Specific Gravity: 


1.04gm/ml
Solubility in Water: 


Miscible

SECTION 4: FIRE & EXPLOSION DATA


Flammability: 



Nonflammable

Extinguishing Media: 


use dry chemical or CO2
Special Procedures: 


N/A

Flash Point: 



N/A

Auto Ignition Temp: 


N/A

Upper Flammability Limit: 

N/A

Lower Flammability Limit: 

N/A

Hazardous Combustion Products: 
N/A

Explosion Data: 


No fire or explosion hazards



SECTION 5: REACTIVITY DATA









Conditions Contributing to Instability: 
None Known
Incompatibility: 



n/a
Hazardous Polymerization: 


Will not occur

Reactivity Conditions: 



Wet environments

Hazardous Products of Decomposition: 
None


SECTION 6: TOXICOLOGICAL PROPERTIES


Ingredient Name 



LD50


 LC50

Water 





N.D. 


N.D.
Triethylamine and ammonia salt of polymers

 > 5000 mg/kg (est.) 
N.D.

Polyethylene wax 



N.D.


 N.D.

n-Methyl-2-pyrrolidone 



4200mg/kg 

N.D.

Diethylene glycol monobutyl ether


 7292mg/kg

 N.D.
DEVELOPMENT TOXICOLOGICAL DATA

Carcinogenic Effects: None known.

Mutagenic Effects: None known.

Teratogenic Effects: None known. 
Reproductive Toxicity: None known.


SECTION 7: PREVENTATIVE MEASURES


Protective Equipment

- Gloves Type: 


Barrier creams, gloves

- Respiratory Type: 

# 8500 Particle mask by 3M or equivalent

- Eye Type: 


Tight fitting goggles 

- Footwear Type: 

Rubber boots

- Clothing Type: 

Clothing to prevent skin contact

Engineering Controls: 

Ventilation should be sufficient in volume 

Leak/ Spill: 


Remove by wet up methods which minimize the dispersion 

Waste Disposal: 

Dispose according to regional authority regulations

Handling Procedures

& Equipment: 


Minimize exposure

Storage Needs: 

Keep in dry storage, Acrylic latex admixture must not freeze


SECTION 8: FIRST AID MEASURES


Eye Contact:

 Irrigate with large amounts of water. Seek medical attention if irritation

persists.

Skin Contact: 

Wash exposed areas with soap and water.

Inhalation: 

Move person to fresh air and seek medical attention.

Ingestion:

 Inhalation in harmful quantities is unlikely to occur, but if ingested, drink

plenty of water and consult physician. Do not induce vomiting.

N/A : 


Not applicable


SECTION 9: TRANSPORT INFORMATION

DOT: N/A



IMDG: N/R



IATA: N/R
SECTION 10: ENVIRONMENTAL CLEAN UP PRECAUTIONS AND METHODS

Steps to be taken if spilled or released:
Collect and reuse if possible. Flush to sewer with large quantities of water if permitted by regulatory authorities or absorb on inert material (sand, clay, etc.) and place into container for proper disposal. Do not allow runoff into public waterways.
Disposal Considerations

WASTE & HANDLING INFORMATION: Dispose of as permitted by all regulatory authorities.

Note: The waste generator must be informed of and follow all rules and regulations governing the handling and disposal of waste.
Handling and Storage

STORAGE REQUIREMENTS: Store in cool, dry area. Follow good housekeeping practices.

After handling, always wash hands thoroughly with soap and water.


SECTION 11: REGULATORY INFORMATION

This mixture contains 2% Diethylene glycol monobutyl ether and 4% n-Methyl-2-pyrrolidone which are subject to the reporting requirements of

Section 313 of Title III of the Superfund Amendments and Reauthorization Act of 1986 and 40 CFR, Part 372
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